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USER INSTRUCTIONS

ffo gnihctiwS 8.2.2  
 dna peeb trohs a stime rehsawhsid eht ,margorp eht fo dne eht tA  the indica-

tor lights of the fourth and fi fth program (ref. pr. 4, pr. 5 fi g. 2-04) fl ash.
Press the on/off button (ref. 1 fi g. 2-02) to switch off the dishwasher.
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Fig. 2-04
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 LATNEMNORIVNE DNA GNIVAS YGRENE 3   
RESPECT

    • Always try to run the dishwasher fully loaded.
• Do not wash the dishes under a running tap. 
• Use the most suitable washing program for each type of load. 
• Do not pre-rinse. 
• If available, connect the dishwasher to a hot water system with a tempera-

ture of up to 60°C (140°F). 

    3.1 Reducing the consumption of detergent 
and respecting the environment 

The phosphates contained in dishwasher detergents are harmful to the environ-
ment. To avoid using excessive amounts of detergent   :yticirtcele no evas ot dna 

     • Separate the more delicate items from those that are more resistant to ag-
gressive detergents and high temperatures; 

• Do not pour the detergent directly onto the dishes. 
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SEHSID EHT GNIVOMER 4   
���

 tsael ta tiaw ,margorp gnihsaw eht fo dne eht tA 20 minute before 
removing the dishes in order to allow them to cool. To prevent any 
water droplets on the upper rack from falling onto the dishes in the 
lower rack, empty the lower rack fi rst and then the upper one.
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GNITOOHSELBUORT 5  

 suoirav no gninrut yb snoitcnuflam fo rebmun a langis nac rehsawhsid ehT  
indicator lights, as described below (see following table):

  
FAULT DESCRIPTION

E1

Acquastop failure
The anti-fl ooding system has tripped. Activates 
in case of water leaks. Contact the technical 
assistance service.

E2

Safety level
The system limiting the water level in the dishwasher 
has tripped. Interrupt the current program and 
switch off the dishwasher. Switch it back on again, 
program a new cycle and press start. If the problem 
persists, contact the technical assistance service.

E3

Water heating malfunction
The water is not heated or is incorrectly heated. 
Repeat the washing program; if the problem 
persists, contact the technical assistance service.

E4

Water temperature monitoring malfunction
Interrupt the current program and switch off the 
dishwasher. Switch it back on again, program a 
new cycle and press start. If the problem persists, 
contact the technical assistance service.

E5

Water intake malfunction
The appliance does not take in water or does so 
incorrectly. Make sure the water connections are 
correct, that the water supply tap is open and that 
the fi lter is not clogged. If the problem persists, 
contact the technical assistance service.

E6

Water pump-out malfunction
The appliance does not pump out the water or 
does so incorrectly. Make sure the drain hose is not 
kinked or crushed and that the siphon and fi lters 
are not clogged. If the problem persists, contact 
the technical assistance service.

Tab. 4-01a



EN

16 Rev. 0.1

USER INSTRUCTIONS

FAULT DESCRIPTION

E7

Turbine fl ow-regulator malfunction
The appliance is unable to precisely measure the 
quantity of incoming water. Interrupt the current 
program and switch off the dishwasher. Switch it 
back on again, program a new cycle and press 
start. If the problem persists, contact the technical 
assistance service.

E8

Alternate washing system malfunction
Interrupt the current program and switch off the 
dishwasher. Switch it back on again, program a 
new cycle and press start. If the problem persists, 
contact the technical assistance service.

E9 Water intake system malfunction
Contact the technical assistance service.

Tab. 4-01b

Light off Light on Light fl ashing

 
If an alarm situation occurs, the dishwasher interrupts the current program and 
signals the fault. 
• Alarms E1, E2, E3, E4, E8, E9 immediately terminate the current program.
• Alarms E5, E6 interrupt the current program and, after the problem has been 

eliminated, resume the cycle.
• Alarm E7 is displayed at the end of the cycle which, however, is completed 

given that it does not jeopardize dishwasher operation.
:mrala na ”teser“ oT  

 siht tA .niaga ffo kcab dna no ecnailppa eht hctiws ro ,rood eht esolc ro nepo    •
point, the dishwasher can be programmed again.
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hceT dezirohtuA eht tcatnoc ,stsisrep tluaf eht fI nical Assistance 
Service.
     


